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Unser Lieferprogramm: 
 
 

� „flüsterleise“ BAMBI AIR Kompressoren 
� „ölfreie“ BAMBI AIR Kompressoren 

� ölfreie Kompressoren in vielen Bauformen, auch 12/24 V 
� superleise Versionen im Schallschutzschrank 

� Benzin Kompressoren mit HONDA/ROBIN Motor, 
� ölfreie Dental Kompressoren 
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Bambi Air “flüsterleise und/oder ölfreie“ Kompressoren 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

             40 db/A „flüsterleise“             „flüsterleise“ mit Kolbenringen !! 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

  

 

 
 

 

 

 
 
„ölfrei“- sehr laufruhig, mit/ohne Trockner  
-40° DTP, Nachkühler, 0,01 Mikron Feinstfilter 

 

 
 
 

 
 
  „flüsterleise und ölfrei“ - mit/ohne Trockner 
-40° DTP, Nachkühler, 0,01 Mikron Feinstfilter 
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Bambi Air “flüsterleise und/oder ölfreie“ Kompressoren 
 

 
50 l/min Aggregate - BUDGET RANGE ab 40 db/A-1m 

  
Extrem leise Kompressoren für besondere Anwendungen.  
Komplett ausgestattet mit 10µ Filterdruckminderer. 
Erhältlich mit 1 oder 2 Aggregaten und verschiedenen 
Bauformen, Kesselgrößen. 
Anschlussfertige Aggregate (350 W) erhältlich. 
Ebenso auch mit 110 V lieferbar. 
Innenbeschichtete Kessel. Mit Synthetik Öl. 
 
 
 
78 l/min Aggregate - MD RANGE ab 55 db/A-1m 
 

Nur bei Bambi Air! Mit 78 l/min das    
leistungsstärkste „flüsterleise“ Kompressor 
Aggregat. Der EINZIGE Flüsterkompressor 
weltweit mit KOLBENRINGEN.  
Erhältlich mit 1 oder 2 oder 3 Aggregaten in 
verschiedenen Bauformen und Kessel-Größen. 
Anschlussfertige Aggregate (500 W) erhältlich. 
Auch mit 110 V lieferbar. 
Innenbeschichtete Kessel. Mit Synthetik Öl.  
Mit 10 µ Filterdruckminderer. 
 
 
 
 
 
 
Ölfreie  VT RANGE ab 72 db (A)-1m 
  

 

 
Bambi Air Dental Kompressoren in 
erstklassiger Ausführung und mit  
besonderer Ausstattung. Ölfrei, erheblich leiser 
als andere ölfreie Kompressoren. 
Mit oder ohne Trockner mit -40° DTP 
(Drucktaupunkt). „Softanlauf“. Sequenzieller 
Start bei den leistungsstarken Modellen! 
Nachkühler. Rostfreier, wartungsfreier 
Trockner. Feinstfilter. Saubere (0,01 µ), 
absolut trockene Luft. Innenbeschichtete 
Kessel. Lieferbar auch mit 110 V und in  
Drehstrom.  

 

 
    
    
    

 
 

 

 
 

 
 

 

 
 

 

 

 
Lassen Sie sich beraten. Kompressorkauf  
ist Vertrauenssache. Verlassen Sie sich  
      auf unsere langjährige Erfahrung. 
 



Bambi Air Deutschland
Westermann Heft- u. Nageltechnik

Straßäcker 12      Postfach 1248
84048 Mainburg   84043 Mainburg

Germany
Tel +49 8751 810790
Fax +49 8751 1759

Car +49 171 5343560
www.bambi-air.de

www.heftklammer-nagel.de
DL8MAN@t-online.de

         DL8MAN

 

„flüsterleise“ nur 40 db/A-1m „ölfrei und laufruhig“ mit Trockner

„ölfrei und flüsterleise“ nur 54 db/A, mit Trockner
Ölfrei – nur 54 db/A

  „ölfrei“ 2-Zylinder mit/ohne Trockner/Feinstfilter



budget range

ultra low noise
Silent Air Compressors

www.bambi-air.co.uk

Die Budget Range:

Flüsterleise Druckluft mit nur 40 db/A - so laut wie Ihr Kühlschrank

Unschlagbar leise - seit Jahrzehnten weltweit bewährt

Lassen Sie sich für Ihre Anwendung kompetent beraten, das ist wichtig

50 L Ansaugleistung sind bei 5 bar effektiv 34 Liter (50% ED!)



The Budget Range has been developed for those users where ultra
low noise and high performance is essential. With sound levels from
just 40dB(A) and almost no vibration when running, Bambi Budget
Compressors can be located in the work area without causing any
noise intrusion.

Model

BB8 L/Min Ltrs Bar Kw  HP Volts/Hz dB(A) KG CM-hxwxd

50 9 8 0.34  0.5 220-240/50 40 21 47x34x34

FAD

L/Min

1 Bar 2 Bar 3 Bar 4 Bar 5 Bar 6 Bar 7 Bar 8 Bar

40 38 36 35 34 33 32 31

Where space is really limited, the "V" designated models have the
same specification as the wheel mounted versions but in an ultra
compact package. Standard versions have an 8 bar maximum working
pressure, optional higher pressures are available on request.

Model

BB15 L/Min Ltrs Bar Kw  HP Volts/Hz dB(A) KG CM-hxwxd

50 15 8 0.34  0.5 220-240/50 40 28 61x50x30

FAD

L/Min

1 Bar 2 Bar 3 Bar 4 Bar 5 Bar 6 Bar 7 Bar 8 Bar

40 38 36 35 34 33 32 31

Model

BB15V L/Min Ltrs Bar Kw  HP Volts/Hz dB(A) KG CM-hxwxd

50 15 8 0.34  0.5 220-240/50 40 22 47x37x37

FAD

L/Min

1 Bar 2 Bar 3 Bar 4 Bar 5 Bar 6 Bar 7 Bar 8 Bar

40 38 36 35 34 33 32 31

Max Duty Cycle = 50%. 110 volt available on request.

Model

BB24V L/Min Ltrs Bar Kw  HP Volts/Hz dB(A) KG CM-hxwxd

50 24 8 0.34  0.5 220-240/50 40 28 52x40x40

FAD

L/Min

1 Bar 2 Bar 3 Bar 4 Bar 5 Bar 6 Bar 7 Bar 8 Bar

40 38 36 35 34 33 32 31

Model

BB24 L/Min Ltrs Bar Kw  HP Volts/Hz dB(A) KG CM-hxwxd

50 24 8 0.34  0.5 220-240/50 40 26 49x65x25

FAD

L/Min

1 Bar 2 Bar 3 Bar 4 Bar 5 Bar 6 Bar 7 Bar 8 Bar

40 38 36 35 34 33 32 31

BB8

BB15V

BB15

BB24

BB24V

BB24 with optional
wheel kit

Model

BB24D L/Min Ltrs Bar Kw  HP Volts/Hz dB(A) KG CM-hxwxd

100 24 8 0.68  1.0 220-240/50 42 31 49x65x25

FAD

L/Min

1 Bar 2 Bar 3 Bar 4 Bar 5 Bar 6 Bar 7 Bar 8 Bar

80 76 72 70 68 66 64 62

Model

BB50D L/Min Ltrs Bar Kw  HP Volts/Hz dB(A) KG CM-hxwxd

100 50 8 0.68  1.0 220-240/50 42 46 55x88x29

FAD

L/Min

1 Bar 2 Bar 3 Bar 4 Bar 5 Bar 6 Bar 7 Bar 8 Bar

80 76 72 70 68 66 64 62

And because they're built by Bambi, quality, ease of use and reliability come as standard on every model.
A comprehensive warranty extending to 3 years on the air receiver ensures peace of mind which combined with our
worldwide after sales care package guarantees you have made the right choice by choosing Bambi.

Internally Coated Air Receiver Clearview Oil Level Check Easy to use Oil Filler Plug 10 Micron Outlet Filter &
Adjustable Pressure Regulator

Designed to require minimal maintenance and to ensure years of trouble free use, our comprehensive range meets
the needs of many applications including: air-brushing, exhibition stands, glue dispensing, pneumatic controls,
stapling - anywhere where compressed air is needed silently!

But, Budget Range doesn't mean budget specification. Each model in the range has the following features as
standard - 

Max Duty Cycle = 50%. 110 volt available on request.

Max Duty Cycle = 50%. 110 volt available on request.

Max Duty Cycle = 50%. 110 volt available on request.

Max Duty Cycle = 50%. 110 volt available on request.

Max Duty Cycle = 50%. 110 volt available on request.

BB24D

BB24D with optional wheel kit

BB50D with optional wheel kit

BB50D



high performance
Silent Air Compressors
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md rangeDie MD Range:

Flüsterleise Druckluft mit nur 55 - 57 db/A (ohne Schallschutzeinrichtung!)

Seit Jahrzehnten bewährt, die EINZIGEN Kompressoren dieser Art weltweit mit Kolbenringen

Lassen Sie sich für Ihre Anwendung kompetent beraten, das ist wichtig

78 L Ansaugleistung sind bei 5 bar effektiv 56 Liter (50% ED!)

10 micron Filterdruckminderer mit Schnellkupplung  am Ausgang

innenbeschichtete Kessel

stainless steel Ventile

Synthetik Öl

Unique Bambi
Piston Rings



Ultra high performance with ultra low noise - the Bambi MD range.
Designed for applications demanding the highest quality air supply
with all the benefits of very low noise levels. At the heart of the range
is the oil lubricated T75 pump unit developed to deliver 50% more air
compared to other silent compressors and the only silent compressor
fitted with piston rings eliminating oil carryover to the air supply.

Model

35/20 L/Min Ltrs Bar Kw  HP Volts/Hz dB(A) KG CM-hxwxd

50 4 8 0.34  0.5 220-240/50 40 18 33x28x32

FAD

L/Min

1 Bar 2 Bar 3 Bar 4 Bar 5 Bar 6 Bar 7 Bar 8 Bar

45 40 37 35 34 33 32 31

Only Bambi offers this unique combination of piston rings and high
performance pump* which means the MD range is perfect for critical
applications; scientific laboratories, dentistry, pneumatic control
systems and any other application requiring ultra clean, ultra silent air!

With sound levels from just 40dB(A) and almost no vibration when
running, Bambi MD Compressors can be located in the work area
without causing any noise intrusion. Perfect as a stand alone air centre
or for a range of OEM requirements.

Model

75/80 L/Min Ltrs Bar Kw  HP Volts/Hz dB(A) KG CM-hxwxd

78 9 8 0.50 0.5 220-240/50 55 33 41x54x34

FAD

L/Min

1 Bar 2 Bar 3 Bar 4 Bar 5 Bar 6 Bar 7 Bar 8 Bar

62 63 59 57 56 54 53 52

Max Duty Cycle = 50%. 110 volt available on request35/20

75/80

Model

150/500 L/Min Ltrs Bar Kw  HP Volts/Hz dB(A) KG CM-hxwxd

156 50 8 1.0 1.0 220-240/50 56 69 66x83x26

FAD

L/Min

1 Bar 2 Bar 3 Bar 4 Bar 5 Bar 6 Bar 7 Bar 8 Bar

124 126 118 114 112 108 106 104

Unique Bambi
Piston Rings

Internally Coated
Receiver

High Output T75 Pump Unit Low Noise Non
Return Valve

10 Micron Outlet
Filter &
Adjustable
Pressure
RegulatorBambi compressors have been designed to maximise efficiency and

ensure years of trouble free operation, which together with our
comprehensive warranty extending to 5 years on the air receiver
explains why so many are in use worldwide in all types of vital
applications.
*not model 35/20

Max Duty Cycle = 50%. 110 volt available on request

Above dimensions exclude wheels, when fitted +4cm to height
Max Duty Cycle = 50%. 110 volt available on request

225/1000

225/1000 fitted with standard
wheel kit supplied

150/500

150/500 fitted with
standard wheel kit supplied

75/150 75/150v

Model

75/150 L/Min Ltrs Bar Kw  HP Volts/Hz dB(A) KG CM-hxwxd

78 15 8 0.50 0.5 220-240/50 55 37 67x46x30

FAD

L/Min

1 Bar 2 Bar 3 Bar 4 Bar 5 Bar 6 Bar 7 Bar 8 Bar

62 63 59 57 56 54 53 52

75/150v specification as above, Dimensions 54x37x37cm - 32KGs
Max Duty Cycle = 50%. 110 volt available on request

Model

75/250 L/Min Ltrs Bar Kw  HP Volts/Hz dB(A) KG CM-hxwxd

78 24 8 220-240/50 55 35 59x63x24

FAD

L/Min

1 Bar 2 Bar 3 Bar 4 Bar 5 Bar 6 Bar 7 Bar 8 Bar

62 63 59 57 56 54 53 52

75/250v specification as above, Dimensions 57x41x43cm - 35KGs
Max Duty Cycle = 50%. 110 volt available on request

75/250 
75/250 with
optional wheel kit

0.50 0.5

75/250v

Model

225/1000 L/Min Ltrs Bar Kw  HP Volts/Hz dB(A) KG CM-hxwxd

234 100 8 1.5 1.5 220-240/50 57 108 72x118x35

FAD

L/Min

1 Bar 2 Bar 3 Bar 4 Bar 5 Bar 6 Bar 7 Bar 8 Bar

187 189 177 171 168 162 159 156

Above dimensions exclude wheels, when fitted +5cm to height
Max Duty Cycle = 50%. Requires 20 amp single phase power supply

The "V" designated models have the same specification as the
horizontal versions but in an ultra compact package. All models have
an 8 bar maximum working pressure, optional higher pressures are
available on request.

As you would expect on this high quality, high performance range, the
standard specification is very high; air receivers are internally powder
coated to prevent corrosion*, internal valves are stainless steel and
each model is equipped with a 10 micron air filter & outlet pressure
regulator as standard. Models 150/500 & 225/1000 are supplied with
easy to fit wheel kits, available as an option for 75/250.



low noise, high quality
Oil Free Air Compressors
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pt range

Die PT Range:

Flüsterleise „ölfreie“ Druckluft mit nur 54 db/A (ohne Schallschutzeinrichtung!)

110 L Ansaugleistung sind bei 5 bar effektiv 54 Liter pro Aggregat (65 % ED!)

Innenbeschichtete Kessel, 10 micron Filterdruckminderer mit Schnellkupplung am  
Ausgang

Lassen Sie sich für Ihre Anwendung kompetent beraten, das ist wichtig



Model

PT5 L/Min Ltrs Bar Kw   HP Volts/Hz dB(A) KG CM-hxwxd

110 4 8 0.55  0.75 230/50 54 17 34 x 40 x 33

FAD

L/Min

1 Bar 2 Bar 3 Bar 4 Bar 5 Bar 6 Bar 7 Bar 8 Bar

93 76 71 69 54 51 42 37

Max Duty Cycle = 65%. 110 volt available on request.

Bambi has used our experience in nearly 40 years of manufacturing air
compressors to bring you the new PT range of direct drive air
compressors. With ultra low noise, from only 54 dB(A) and 100% oil
free operation, the PT range delivers a low maintenance solution to
ultra-quiet oil free compressed air. Compressors are available in a
choice of receiver and pump formats to ensure that the one chosen is
perfectly adapted to the application.

PT5

Ideal for Pneumatic Control Systems, Scientific Laboratories, Staple
Guns, Picture Framing, Autoclaves, Veterinary Dental Carts, Drink
Dispensing, Door Opening, Exhibition Stands – and anywhere low
maintenance oil-free air is required.

PT has been designed with quality at the forefront – the elegant motor
cover is more than just aesthetically pleasing – it provides user
protection from the hotter parts of the compressor while ensuring
perfect air circulation for optimum performance.

PT8

PT15

Model

PT8 L/Min Ltrs Bar Kw   HP Volts/Hz dB(A) KG CM-hxwxd

110 8 8 0.55  0.75 230/50 54 23 41 x 54 x 36

FAD

L/Min

1 Bar 2 Bar 3 Bar 4 Bar 5 Bar 6 Bar 7 Bar 8 Bar

93 76 71 69 54 51 42 37

Max Duty Cycle = 65%. 110 volt available on request.

Model

PT15 L/Min Ltrs Bar Kw   HP Volts/Hz dB(A) KG CM-hxwxd

110 15 8 0.55  0.75 230/50 54 23 53 x 37 x 37

FAD

L/Min

1 Bar 2 Bar 3 Bar 4 Bar 5 Bar 6 Bar 7 Bar 8 Bar

93 76 71 69 54 51 42 37

Max Duty Cycle = 65%. 110 volt available on request.

Tel: +44 (0)121 322 2299

l minimal maintenance
l no oil level to check
l ultra low noise when running
l compact and ready to use
l made in the UK



PT24

PT50D

Model

PT24 L/Min Ltrs Bar Kw   HP Volts/Hz dB(A) KG CM-hxwxd

110 24 8 0.55  0.75 230/50 54 25 57 x 40 x 40

FAD

L/Min

1 Bar 2 Bar 3 Bar 4 Bar 5 Bar 6 Bar 7 Bar 8 Bar

93 76 71 69 54 51 42 37

Max Duty Cycle = 65%. 110 volt available on request.

Model

PT50D L/Min Ltrs Bar Kw   HP Volts/Hz dB(A) KG CM-hxwxd

220 50 8 1.1   1.5 230/50 54 44 62 x 88 x 34

FAD

L/Min

1 Bar 2 Bar 3 Bar 4 Bar 5 Bar 6 Bar 7 Bar 8 Bar

186 152 142 138 108 102 84 74

Max Duty Cycle = 65%. 110 volt available on request.

Anti-corrosion, internally coated receivers are fitted across the range*,
prolonging the life of the receiver and ensuring that the air delivered
is contamination free.

All of the PT range runs off a single phase 240v supply and come with
a standard 3 pin plug for the UK and Euro plug where requested.

Fitted with a Condor pressure switch, 10 micron air filter & outlet
pressure regulator and stainless steel braded pipework as standard,
the PT range is built in Bambi’s Birmingham factory to ensure that it
exceeds your expectations. Our central base is ideal for distribution
across the UK, with next day delivery possible on all models.

Every PT compressor is protected by a comprehensive 12 month warranty extending to 5 years on the air receiver.

10 Micron Outlet Filter
and Adjustable
Pressure Regulator

Condor Pressure Switch Internally Coated Receiver

*not model PT5

For an even lower maintenance solution, all of the PT compressors can be fitted with an auto-drain – avoiding the
manual draining of condensate in the receiver.

www.bambi-air.co.uk



vt range

ultra quiet air
Oil Free Air Compressors
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In der Ausstattung
VT“S”xx”D”

erhalten Sie ölfreie
extrem leise - wüstentrockene - super saubere Druckluft

54 bzw. 55 db/A
Nachkühler, zertifizierter Trockner -40° DTP, 0,01 Mikron Filter

Kessel innenbeschichtet
praktisch frei von regelmäßiger Wartung

Seit vielen Jahren bewährte Kompressoren. Perfekt für 
Dental- und andere medizinische Einrichtungen, für alle Anwendungen

in denen höchste Luftreinheit und niedrigster
Geräuschpegel gefordert sind.

Lassen Sie sich für Ihre Anwendung kompetent beraten, das ist wichtig



Quality is the primary component built into each Bambi VT Oil Free
Compressor.

At the heart of the VT range is our Vee Twin pump unit with one of the
lowest noise levels of any oil free compressor available, made
possible by the very latest “tilting piston” technology.

Perfect when you demand the highest possible air quality for critical
applications; dentistry, scientific laboratories, food packaging,
pneumatic controls, hospital ventilators, drink dispensing - and
anywhere when low maintenance is essential.

Model

VT75 L/Min Ltrs Bar kW  HP Volts/Hz dB(A) KG CM-hxwxd

120 24 8 0.55  0.75 220-240/50 72 29 63x51x41

FAD

L/Min

1 Bar 2 Bar 3 Bar 4 Bar 5 Bar 6 Bar 7 Bar 8 Bar

108 96 85 74 65 57 48 45

Model

VT150 L/Min Ltrs Bar kW  HP Volts/Hz dB(A) KG CM-hxwxd

175 50 8 1.1 1.5 220-240/50 74 40 87x51x41

FAD

L/Min

1 Bar 2 Bar 3 Bar 4 Bar 5 Bar 6 Bar 7 Bar 8 Bar

159 153 142 130 119 110 99 96

-40°c Dewpoint based on 50% duty cycle

Model

VT200 L/Min Ltrs Bar kW  HP Volts/Hz dB(A) KG CM-hxwxd

220 50 8 1.5 2.0 220-240/50 74 44 89x51x43

FAD

L/Min

1 Bar 2 Bar 3 Bar 4 Bar 5 Bar 6 Bar 7 Bar 8 Bar

193 178 164 150 142 130 122 116

VT75D

VT150D

VT200D

-40°c Dewpoint based on 50% duty cycle

VT75D L/Min Ltrs Bar kW  HP Volts/Hz dB(A) KG CM-hxwxd

120 24 8 0.55  0.75 220-240/50 72 40 64x52x49

Every model is available with our innovative Air Dryer unit designed to
guarantee “desert dry” air. The multi row, fan assisted after-cooler
reduces the air temperature prior to entering the dryer. Dramatically
reducing the air temperature enables the integral coalescing filter to
collect and remove water droplets as small as 0.01 microns.

VT150D L/Min Ltrs Bar kW  HP Volts/Hz dB(A) KG CM-hxwxd

175 50 8 1.1 1.5 220-240/50 74 51 87x52x49

VT200D L/Min Ltrs Bar kW  HP Volts/Hz dB(A) KG CM-hxwxd

220 50 8 1.5 2.0 220-240/50 74 55 89x52x52

-40°c Dewpoint based on 50% duty cycle

Packed with novel technical features, even the standard models
without air dryers are fitted with a “soft start” solenoid valve. This
discharges the air pressure in the pump whenever the power is
disconnected, protecting the compressor from overload and extending
the service life. Anti corrosion, internally coated air receivers are fitted
across the range ensuring the air is contamination free.

Tel: +44 (0) 121 322 2299



Model

VT250 L/Min Ltrs Bar kW  HP Volts/Hz dB(A) KG CM-hxwxd

300 59 8 220-240/50 74 62 82x66x38

FAD

L/Min

1 Bar 2 Bar 3 Bar 4 Bar 5 Bar 6 Bar 7 Bar 8 Bar

280 265 248 222 210 188 179 160

Just some examples of the thorough engineering built in to every
Bambi VT Oil Free Compressor. 

Soft Start Valve Internally Coated Receiver VT250D Dryer VT250D Cooler Sequential Start

-40°c Dewpoint based on 50% duty cycle

VT250D

VT400D

1.84  2.5

www.bambi-air.co.uk

VT250D L/Min Ltrs Bar kW  HP Volts/Hz dB(A) KG CM-hxwxd

300 59 8 1.84  2.5 220-240/50 74 84 82x66x57

VT300D

Model

VT300 L/Min Ltrs Bar kW  HP Volts/Hz dB(A) KG CM-hxwxd

350 100 8 2.2  3.0 220-240/50 76 75 78x115x42

FAD

L/Min

1 Bar 2 Bar 3 Bar 4 Bar 5 Bar 6 Bar 7 Bar 8 Bar

318 306 284 260 238 220 198 192

-40°c Dewpoint based on 50% duty cycle
These models require 20 amp single phase power supply

VT300D L/Min Ltrs Bar kW  HP Volts/Hz dB(A) KG CM-hxwxd

350 100 8 2.2  3.0 220-240/50 76 97 78x115x49

Model

VT400 L/Min Ltrs Bar kW  HP Volts/Hz dB(A) KG CM-hxwxd

440 100 8 3.0  4.0 220-240/50 76 85 78x115x43

FAD

L/Min

1 Bar 2 Bar 3 Bar 4 Bar 5 Bar 6 Bar 7 Bar 8 Bar

386 356 328 300 284 260 244 232

-40°c Dewpoint based on 50% duty cycle
These models require 20 amp single phase power supply

All models are available in 110 volt or 380/415 volt 3 phase on request

VT400D L/Min Ltrs Bar kW  HP Volts/Hz dB(A) KG CM-hxwxd

440 100 8 3.0  4.0 220-240/50 76 107 78x115x52

In this way we remove 99% moisture content before the desiccant
adsorption system powers the dryness right down.

Constructed from high quality “Inox” stainless steel, the dryer
regenerates itself every time the compressor cycles and requires no
regular maintenance. An integral downstream HE dust filter removes
any residual dust. 

And, uniquely on this size of
compressor, the Duplex units are fitted
with a sequential start system which
enables these 3.0Hp and 4.0Hp systems
to run off a 20 amp single phase power
source reducing installation costs and
start up load. 

So confident are we, that every
compressor is protected by a compre-
hensive warranty extending to 5 years
on the air receiver and 2 years for the
compressor (subject to terms).



Model

VTS75 L/Min Ltrs Bar kW  HP Volts/Hz dB(A) KG CM-hxwxd

120 23 8 220-240/50 54 64 65x93x48

FAD

L/Min

1 Bar 2 Bar 3 Bar 4 Bar 5 Bar 6 Bar 7 Bar 8 Bar

108 96 85 74 65 57 48 45

-40°c Dewpoint based on 50% duty cycle

0.55 0.75

Model

VTS150 L/Min Ltrs Bar kW  HP Volts/Hz dB(A) KG CM-hxwxd

175 23 8 220-240/50 55 64 65x93x48

FAD

L/Min

1 Bar 2 Bar 3 Bar 4 Bar 5 Bar 6 Bar 7 Bar 8 Bar

159 153 142 130 119 110 99 96

-40°c Dewpoint based on 50% duty cycle

1.1 1.5

Model

VTS200 L/Min Ltrs Bar kW  HP Volts/Hz dB(A) KG CM-hxwxd

220 23 8 220-240/50 55 69 65x93x48

FAD

L/Min

1 Bar 2 Bar 3 Bar 4 Bar 5 Bar 6 Bar 7 Bar 8 Bar

193 178 164 150 142 130 122 116

-40°c Dewpoint based on 50% duty cycle

1.5 2.0

VTS75D

VTS150D

VTS200D

VTS Range, the perfect compressor for laboratories, food
industry, drink dispensing, dental surgeries, medical
equipment and all other clean-air critical applications.

Fax: +44 (0) 121 322 2297

VTS75D L/Min Ltrs Bar kW  HP Volts/Hz dB(A) KG CM-hxwxd

120 23 8 0.55  0.75 220-240/50 54 71 65x93x48

VTS150D L/Min Ltrs Bar kW  HP Volts/Hz dB(A) KG CM-hxwxd

175 23 8 1.1 1.5 220-240/50 55 71 65x93x48

VTS200D L/Min Ltrs Bar kW  HP Volts/Hz dB(A) KG CM-hxwxd

220 23 8 1.5 2.0 220-240/50 55 76 65x93x48

VTS250D

Model

VTS250 L/Min Ltrs Bar kW  HP Volts/Hz dB(A) KG CM-hxwxd

300 59 8 220-240/50 55 122 90x75x74

FAD

L/Min

1 Bar 2 Bar 3 Bar 4 Bar 5 Bar 6 Bar 7 Bar 8 Bar

280 265 248 222 210 188 179 160

-40°c Dewpoint based on 50% duty cycle

1.84 2.5

VTS250D L/Min Ltrs Bar kW  HP Volts/Hz dB(A) KG CM-hxwxd

300 59 8 1.84 2.5 220-240/50 55 131 90x75x74



VVTTSS225500  CCoooolleerr  33 VVTTSS225500DD  DDrryyeerr VVTTSS225500DD  DDiiaallss VVTTSS225500DD  WWhheeeell

There are times when the compressor
has to be sited near the point of use
and for these installations we have
developed the VTS Models which are
almost inaudible when running and are
perfect when no noise is essential.

Not just an acoustic hood but a
dedicated silent range. Engineered from
the ground up, with a stunning design
that will look great in any location –
something that looks this good should
have pride of place in your workspace !

Having the same innovative features and
technological advances as the standard
VT models, this additional range has
been developed to deliver the highest
quality of compressed air with noise
levels from as low as 54 dB(A). To ensure
the highest levels of reliability, we have
carefully studied air flow dynamics and
incorporated full force through ventilation to keep
everything running cool. A thermostatically controlled
sensor signals when any of the four cooling fans should run,
reducing noise levels to the absolute minimum.

An optional integral air dryer and after cooler is available on every
model achieving a -40°c Dewpoint, delivering the ultimate
combination of silence, oil free and dry air in an ultra compact and
stylish package.

The Silent Range
VTS250D

www.bambi-air.co.uk



vth range

ultra quiet air
Oil Free Air Compressors

www.bambi-air.co.uk
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LIEGENDE KESSEL - SONST WIE VT RANGE

In der Ausstattung
VTHxx”D”

erhalten Sie ölfreie
extrem leise - wüstentrockene - super saubere Druckluft

54 bzw. 55 db/A
Nachkühler, zertifizierter Trockner -40° DTP, 0,01 Mikron Filter

Kessel innenbeschichtet
praktisch frei von regelmäßiger Wartung

Seit vielen Jahren bewährte Kompressoren. Perfekt für 
Dental- und andere medizinische Einrichtungen, für alle Anwendungen

in denen höchste Luftreinheit und niedrigster
Geräuschpegel gefordert sind.

Lassen Sie sich für Ihre Anwendung kompetent beraten, das ist wichtig



FAD

L/Min

1 Bar 2 Bar 3 Bar 4 Bar 5 Bar 6 Bar 7 Bar 8 Bar

159 153 142 130 119 110 99 96

VTH150D L/Min Ltrs Bar kW  HP Volts/Hz dB(A) KG CM-hxwxd

175 50 8 1.1 1.5 220-240/50 74 52 69x84x44

FAD

Quality is the primary component built into each Bambi VT Oil free compressor.

Our VTH range uses the proven Vee Twin pump unit found in all other VT
applications and mounts it on two different horizontal receivers for applications
where a vertical model would be too tall.

Model

VTH75 L/Min Ltrs Bar kW  HP Volts/Hz dB(A) KG CM-hxwxd

120 24 8 0.55  0.75 220-240/50 72 32 62x68x28

L/Min

1 Bar 2 Bar 3 Bar 4 Bar 5 Bar 6 Bar 7 Bar 8 Bar

108 96 85 74 65 57 48 45

Model

VTH150 L/Min Ltrs Bar kW  HP Volts/Hz dB(A) KG CM-hxwxd

175 50 8 1.1 1.5 220-240/50 74 41 69x84x28

-40°c Dewpoint based on 50% duty cycle

Model

VTH200 L/Min Ltrs Bar kW  HP Volts/Hz dB(A) KG CM-hxwxd

220 50 8 1.5 2.0 220-240/50 74 46 69x84x28

VTH75D

VTH150D

VTH200D

-40°c Dewpoint based on 50% duty cycle

VTH75D L/Min Ltrs Bar kW  HP Volts/Hz dB(A) KG CM-hxwxd

120 24 8 0.55  0.75 220-240/50 72 43 63x68x40

Bambi Air Compressors are made with pride in Birmingham, West Midlands –
we have a fine heritage of compressor manufacture for applications that require
the highest possible air quality for critical applications. Our central base is ideal
for distribution across the UK, with next day delivery possible on all models
from our range and a fully comprehensive after-sales range of spares.

Every VTH compressor is protected by a comprehensive warranty extending
to 5 years for the air receiver and 2 years for the compressor pump (subject
to terms).

-40°c Dewpoint based on 50% duty cycle

The VTH has the same advanced technical features as its vertical siblings,
including a soft start solenoid valve to protect the compressor from overload,
internally coated receivers to ensure that the air is contamination free and high
quality components to ensure an extended service life and low maintenance.
Every model is available with our innovative air drier with after-cooler designed
to deliver a -40°c Dewpoint for “desert dry” air – with an integral coalescing
filter to collect and remove water droplets as small as 0.01 microns.

Tel: +44 (0) 121 322 2299

FAD

L/Min

1 Bar 2 Bar 3 Bar 4 Bar 5 Bar 6 Bar 7 Bar 8 Bar

193 178 164 150 142 130 122 116

VTH200D L/Min Ltrs Bar kW  HP Volts/Hz dB(A) KG CM-hxwxd

220 50 8 1.5 2.0 220-240/50 74 57 69x84x44

29866-Bambi Air Vth Range 2pp A4.qxp_Layout 1  22/06/2015  17:10  Page 2



 

   
 

 

vt range 
  Oil Free Air Compressors 

  dental buyer’s guide 
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When all you want is the very best quality of air to your surgery there is just one 
name to consider - Bambi ! With over 37 years in the manufacture of precision air 
compressors in the United Kingdom, we have developed an unbeatable understanding of 
the needs of this important medical profession. 

 
Clean air is more than ever vital in today’s dental surgery – 
 

 to protect your patient 
 ensure long life of delicate hand piece bearings 
 when using air to dry a tooth surface for composite bonding, veneers  
 implant procedures  

 
Don’t you owe it to you and your patients to invest in the very best ? 
 
 
Gone are the days when oil free compressors were loud and ugly, Bambi’s VT range  

utilises an ingenious induction system and harmonic anti 
vibration mountings to keep running noise levels 
incredibly low.   

 
And, for those times when space is really limited, the 
VTS models are so quiet they can be located near the 
surgery or in the laboratory itself.  Uniquely designed to 
integrate seamlessly with any décor. 

 
 
 
 
 
With 50% less moving parts than a conventional articulating piston compressor, reliability 
is assured.  That’s why we give a 2 year no quibble warranty, with 5 years cover on the air 
receiver. 
 
 
The importance of air dryers 
 
Whenever air is compressed, moisture which is naturally present in the atmosphere, is 
squeezed out and condenses in the air receiver.   
This is why you must drain the receiver on a regular  
basis.   
 
Because the air receiver will be wet & warm,  
bacteria may grow inside the air receiver.  To overcome  
this, we always recommend choosing your VT compressor  
with an integral air dryer.  These are the models with the  
suffix ‘D’.  Bambi’s integral air dryer first cools the air 
then removes water solids to 0.01 microns.  The dryer  
automatically regenerates itself every time the  
compressor switches off, removing the need to 
drain the air receiver 
 
Residual water vapour is then removed via the desiccant  
filled dryer tower, collecting in a handy condensate bottle  
for convenient disposal. 



 3 
 
The range 
 
There are models available in the VT range to meet the needs of the smallest rural to the 
largest multi surgery dental practice and busy dental laboratory.  Just download the 
brochure found in the VT section of our web site for full specification details and 
dimensions. 
 
The new VTH models offer the same exacting performance and specification but with 
horizontal air receivers reducing the overall height, to fit those awkward low gaps - when 
only a VTH will fit ! 
 
 
               
 
 
 
 
 
 
 
 
 
 

VT150D          VTH150D 

 
 
Where absolutely no noise is essential, VTSD Models have been designed from the 
ground up to exhibit class leading levels of calm and eliminate the need for ugly hoods or 
aftermarket covers. The integral air receiver and easy clean surface show the care and 
attention our designers build into every Bambi compressor. 
 
 
 
Internally coated for hygiene 
 

 
Significantly, all Bambi air receivers are protected internally 
with an anti-corrosion coating to eliminate rusting and ensure 
the air is contamination free.  You can see just how seriously 
we take the business of delivering oil free, dry hygienic air. 

 
Our standard 5 year receiver warranty protects all VT Range 
Compressors. 
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Choosing the right compressor for you 
 
Investing in a high quality compressor for your practice couldn’t be easier, but we do 
always recommend seeking the advice of your usual dental equipment retailer who will 
understand your specific practice needs.  Don’t forget, hand piece cleaners, some washer 
disinfectors and air abrasion all use air ! 
 
              Low Noise          Low Noise-H                 Silent  

 
  
 

      1           
        VT75D  VTH75D            VTS75D    

 
 
 

   2        
 
        VT150D  VTH150D          VTS150D 
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      VT150D  VTH150D           VTS200D 
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        VT200D  VTH200D          VTS250D 

 
 

   5    
 
        VT250D  

 
 

5/6    
    
    VT300D   

 
 
 

7/8 
                                            VT400D 
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HTM2022 Regulations    
 
For those customers wishing to comply with the HTM2022 regulations, all VTD oil free 
compressors with dryers are ideal but they should be installed with additional downstream 
Breathing Air and Bacteria Filters to ensure air quality compliance.  You should check the 
exact air demand required by HTM for the number of surgeries being used as it is different 
to the guide above which is intended for non HTM practices.  At time of writing HTM states 
an air delivery of 50 l/min @ 5 Bar output per surgery. 
 
 
 
 
 

For further information about which is the best Bambi compressor for you please do not 
hesitate to telephone us, use our website contact form or, of course, contact your usual 

dental equipment retailer. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Bambi Air Compressors are proud to choose           as our preferred pressure switch supplier 
 

Bambi Air Compressors Ltd 
152 Thimble Mill Lane, Heartlands, Birmingham B7 5HT, United Kingdom 

Tel: +44 (0) 121 322 2299 
email: sales@bambi-air.co.uk 



fs range
controlled oil free air
Sprinkler System Air Compressors
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Bambi’s range of high performance oil-free compressors for dry pipe sprinkler
systems has been specifically designed to meet the stringent needs of LPC
requirements, models are available in three formats to suit every application
and budget to provide a controlled, economical and quiet supply of ultra clean
compressed air.

Model

FSB150 L/Min
Non Restricted kW HP dB(A) KG CM-hxwxd

0 Bar
175

2 Bar
153

0 Bar
119

2 Bar
113 74 27 30x56x33

L/Min
Restricted Volts/Hz

220-240/50
380-415/50

Model

FSB200 L/Min
Non Restricted kW HP dB(A) KG CM-hxwxd

0 Bar
220

2 Bar
178

0 Bar
141

2 Bar
136 1.5 2.00 74 31 30x56x33

L/Min
Restricted Volts/Hz

The FSB and FSP range both use Bambi’s Vee Twin oil free pump unit, delivering
the highest possible air quality with one of the lowest noise levels of any oil-free
compressor available, made possible by the very latest "tilting piston"
technology. Each model is a complete automatic system including a safety
valve, non-return valve and an oil pressure switch.

The FSB models are suitable for applications where there is not as great a
requirement for fine regulation, all models are fitted with a restrictor to provide
a topping up mode air-flow rate to maintain system pressure. Both ranges are
available in single or three phase, and comply with the (PED) 97/23/EC
regulations.

FSP150

FSP200

Tel: +44 (0) 121 322 2299

FSB150

FSB200

Model

FSP75 L/Min
Non Restricted kW HP dB(A) KG CM-hxwxd

0 Bar
120

2 Bar
96

0 Bar
89

2 Bar
74 0.55 0.75 72 25 46x39x41

L/Min
Restricted Volts/Hz

Model

FSP150 L/Min
Non Restricted kW HP dB(A) KG CM-hxwxd

0 Bar
175

2 Bar
153

0 Bar
119

2 Bar
113 1.1 1.50 74 25 46x39x41

L/Min
Restricted Volts/Hz

Model

FSP200 L/Min
Non Restricted kW HP dB(A) KG CM-hxwxd

0 Bar
220

2 Bar
178

0 Bar
141

2 Bar
119 1.5 2.00 74 29 46x42x41

L/Min
Restricted Volts/Hz

Reliability and efficiency are the essential features of these direct drive, oil-free
sprinkler system air compressors which require only minimal regular
maintenance to ensure reliable peak performance.

220-240/50
380-415/50

220-240/50
380-415/50

220-240/50
380-415/50

220-240/50
380-415/50

1.1 1.50



The FSP range is designed to industry leading specifications, including as
standard an air flow restrictor for topping up mode, a 0-6 bar pressure switch
that can be adjusted to an 0.2 differential to enable ease of regulation and an
0-6 bar glycerine gauge. All machines come supplied standard with 400mm
braided hose with ½" fittings. The compact and robust design ensures it can
be used where space is at a premium, either floor or wall mounted. A template
for the 10.5mm holes is supplied for ease of mounting.

FSD50

FSP Variable
Pressure Switch

FSP Gauge 400mm Braided Hose

www.bambi-air.co.uk

The FSD range uses diaphragm pumps where a continuously rated solution
is required, still providing 100% oil free operation these models replace
our popular Compton models and have all of the high specifications provided
on the FSP range.

FSP250

FSD25

Bambi can also supply receiver mounted models
with our innovative two stage Air Dryer unit, to provide
‘desert dry’ air reducing condensation for systems in
refrigerated spaces where ice formation is a concern -

please see our VT range on our website for more information

Model

FSP250 L/Min
Non Restricted kW HP dB(A) KG CM-hxwxd

0 Bar
300

2 Bar
265

0 Bar
141

2 Bar
119 1.84 2.50 74 38 46x60x41

L/Min
Restricted Volts/Hz

Model

FSD25 L/Min
Non Restricted kW HP dB(A) KG CM-hxwxd

0 Bar
55

2 Bar
32

0 Bar
49

2 Bar
30 0.25 0.34 78 29 46x38x41

L/Min
Restricted Volts/Hz

Model

FSD50 L/Min
Non Restricted kW HP dB(A) KG CM-hxwxd

0 Bar
116

2 Bar
79

0 Bar
75

2 Bar
61 0.55 0.75 78 35 46x43x41

L/Min
Restricted Volts/Hz

The Bambi FS range
comes complete with
a 2 year warranty
(subject to annual

servicing)

220-240/50
380-415/50

220-240/50
380-415/50

220-240/50
380-415/50
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           Kompressoren “ölfrei” 
 
 
 
 

      KOALA 2  
      Ölfrei, klein, leicht, handlich, laufruhig, 
      zuverlässig, seit vielen Jahen bewährt. 
       
      KOALA SILENCED 
      der gleiche Kompressor mit Schallschutzhaube*, 
      dadurch sehr leise. Rohrrahmenkessel. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
       

SUPER FOX 3T - HI-TECH Kompressor  
      Leise, superkompakt, ideal für mobilen Einsatz, 
      fast wartungsfrei, 2-chromatisierte Zylinder, 
      zuverlässig, seit vielen Jahen bewährt. 
      Modell 350 mit extra großem Metalllüfter. 

 Modell 4T: Dieser leistungsstarke Kompressor  
ist durch den Rohrrahmen außergewöhnlich kompakt. 
Leise, nur 1400 U/min., 4 Zylinder! (Abb. S. 26). 

 
 
 

 
 
 
 
 
 
 

 

 

 

 

 

  PG-1 
Type            Liter    Zyl.           l/min       bar            HP V       U/min        kg      cm        Preis 

Super Fox 3T-200-5 5 2 200 10 0,75 HP 230 1400 20 53x31x38  
Super Fox 3T-240-5 5 2 240 10 1,5 HP 230 1400 23 53x31x38  
Super Fox 3T-350-5 5 2 350 10 2,0 HP 230 1400 28 57x31x38  
Super Fox 3T-400-5 5 2 400 10 2,0 HP 230 2800 26 53x31x38  
Super Fox 3T-14 bar 5 2 auf Anfrage 14  230     
Super Fox 4T-480-7 7 4 480 10 2.5 HP 230 1400 44 70x39x41  

 

 
 

 
KOALA 2 

 
KOALA SILENCED 

 

  PG-1 
Type          Liter    Zyl.          l/min       bar            HP V      U/min        kg      cm      Preis 

Koala 2-100-5 5 1 100 8 0,5 HP 230 2800 10 40x15x40  
Koala 2 ohne Kessel 0 1 100        
           
Koala Silenced* 4 1 100 8 0,5 HP 230 2800 19 53x31x36  

*wegen der Wärmeentwickelung durch die Schallschutzhaube nur für geringen Luftbedarf/Einsatz geeignet! 
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          Kompressoren ölfrei “12/24V” 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

     SUPER FOX in 12 oder 24 V Ausführung 
 

 
 
 
 
 
 
 
 
 

 

 

 

 

  PG-1 
Type          Liter    Zyl.          l/min       bar            HP V      U/min        kg      cm       Preis 

Koala 2 12/24 V 0 1 100 8 0,5 HP 12/24 2800   5 33x15x27  
Koala 2 12/24 V 5 1 100 8 0,5 HP 12/24 2800 10 40x15x40  

 

  PG-1 
Type          Liter    Zyl.          l/min       bar            HP V      U/min        kg      cm       Preis 

Super Fox 3-12 V 7 2 200 8 1,5 HP 12 1300 19 34x38x55  
Super Fox 3-24 V 7 2 280 8 1,5 HP 24 2600 19 34x38x55  
Motor SFox 12 V 0 2 200 8 1,5 HP 12 1300 9  Anfrage 
Motor SFox 24 V 0 2 280 8 1,5 HP 24 2600 9  Anfrage 

 

KOALA 2 12 / 24 V  
 

KOALA 2: ölfrei in 12/24 V. Klein und kompakt, mit 
oder ohne Kessel. (Lieferung ohne Zubehör) 
 

SUPER FOX 12/24  V   
 

Ölfreie 2-zylindrige, sehr leistungsstarke 12 oder 24 V 
Kompressoren mit Kessel oder als anschlussfertige 
Einheit mit Elektrokabel. Motorschutz, 2 chromatisierte 
Zylinder, sehr leiser Langsamläufer mit 1300 U/min. 
oder noch kraftvoller mit 24 Volt und 2600 U/min. 
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          Kompressoren ölfrei “Benzin” 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 

 

 

  PG-1 
Type          Liter    Zyl.          l/min       bar            HP V      U/min        kg      cm       Preis 

Super Fox Robin 5G 7 2 380 8/10 3,5 HP  2800 28 43x47x47  
           
FRI-400-50 Honda 50 3 400 10 5 HP/4KW  1400 80 75x26x60   

 

ROBIN SUPER FOX 5 G:  
 

Sehr kompakter, leistungsstarker 2-zylindriger ölfreier 
Benzin Kompressor. Chromatisierte Zylinder, 
3,5 PS ROBIN Motor. 

 
HONDA-FRI-400-50 

 
Leistungsstarker Benzin Kompressor. Sehr kräftiges 
3-zylindriges Aggregat, , 5 PS/4 KW HONDA Motor. 
Fahrbar mit 50 Liter Kessel, Motorschutz. 
Ausstattung mit Filterdruckminderer. 
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                   Kompressoren Aggregate “ölfrei” 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 

 

  PG-1 
Type          Liter    Zyl.          l/min       bar            HP V      U/min        kg      cm       Preis 

Motor SFox 200 0 2 200 10 0,75 HP 230 1400 13 38x27x25  
Motor SFox 240 0 2 240 10 1,5 HP 230 1400 16 38x27x25  
Motor SFox 350 0 2 350 10 2,0 HP 230 1400 21 42x27x25  
Motor SFox 400 0 2 400 10 2,0 HP 230 2800 20 40x27x25  
           

Anschlussfertige 2-zylindrige Aggregate mit Elektrokabel, Motorschutz – div. andere Spannungen auf Anfrage lieferbar. 

 

  PG-1 
Motor SFox 4-480 0 4 480 10 2,5 HP 230 1400 29 60x28x31  
Motor SFox 4-480 0 4 480 10 2,5 HP 400 1400 29 60x28x31  
           

Anschlussfertige 4-zylindrige Aggregate mit Elektrokabel, Motorschutz – div. andere Spannungen auf Anfrage lieferbar. 
 

 

 

 

ö l f r e i e SUPER FOX AGGREGATE:  
 

HI-TECH Kompressor. Ölfreie 2-zylindrige Aggregate,  
anschlussfertige Einheiten mit Elektrokabel, 
Motorschutz, chromatisierte Zylinder, sehr leise 
Langsamläufer mit 1400 U/min. Bei 400 l/min mit 
2800 U/min. 
Lieferbar mit verschiedenen Spannungen. 

 

ö l f r e i e SUPER FOX AGGREGATE:  
 

HI-TECH Kompressoren. Ölfreie 4-zylindrige 
Aggregate,  
anschlussfertige Einheiten mit Elektrokabel, 
Motorschutz, chromatisierte Zylinder, sehr leise und 
leistungsstarke Langsamläufer mit 1400 U/min.  
Lieferbar mit verschiedenen Spannungen. 
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      Kompressoren “ölfrei” 100% ED - 3 Jahre Garantie 
 

KEIN ÖLWECHSEL 
KEINE ÖLKONTROLLE 

 WARTUNGSFREI 
 

ÖLFREIE DRUCKLUFT in zuverlässiger Qualität wird immer gefragter. 
International patentiert - sehr leistungsstark und hoch belastbar, ideale Bauform für den Handwerker. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Optimales Handling, hervorragende effektive Leistung für mobile Einsätze 
 
 
 
 
 
 
 
 
 
 
 
     *Ausführung mit 50 L Kessel: Bauform wie Compact 330-24 mit etwa doppelter Kesselhöhe 

 

 

 

 

      Abb. COMPACT 330-24 Abb. COMPACT 330-3,5 

ölfrei - 10 bar - 2-Zylinder -  1400 U/min 

 

 
 

  PG-1 
Type          Liter    Zyl.          l/min       bar            HP V      U/min        kg      cm       Preis 

Compact C330/3,5 3,5 2 330/195 10 2,3 HP 230 1400 29 60x39x46  
Compact C330/24 24 2 330/195 10 2,3 HP 230 1400 36 78x55x48  
Compact C330/50* 50 2 330/195 10 2,3 HP 230 1400    
Compact C330 Mot 0 2 330/195 10 2,3 HP 230 1400 22 47x35x23  
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         Armaturen    
        Auswahl-Liste 

 
 
3014042  Steckverteiler, 2 fach, anschlußfertig ,      
   Stecknippel/2 Schnellkupplungen 
3014043  Steckverteiler, 3 fach, anschlussfertig, s.o.      
3016016  PU-Spiralschlauch 3m,        
   hochwertiger PU Schlauch, drehbare Anschlüsse 
   mit Schnellkupplung 
3016017  PU-Spiralschlauch 6m,        

    optimale Länge für den Arbeitsplatz, 
    hochwertiger PU Schlauch, drehbare Anschlüsse 
    mit Schnellkupplung, 
    kein Zug auf dem Handgelenk, kein Verwickeln 
     

3018094  dto. 8m 8x12 in Blister Verpackung       
3018081  Hochdruck-Gewebeschlauch 6mm, 50m Rolle     
3018082  Hochdruck-Gewebeschlauch 9mm, 50m Rolle     
3018089  Die besondere Schlauchtrommel:       

 
 360 Grad drehbar, Schlauchführung, 
 rundherum geschütztes Rohrgehäuse, 

 30m hochwertiger PU-Schlauch 8,5x12mm, knick- und  
abriebfest, -40 bis +80 Grad, bleibt auch bei Frost flexibel, 

Aufwickelspindel, beigelegte Schnellkupplung 
3018091  PU-Schlauch 8,5 x12,5 hochwertig, extrem leicht,     
   knick- und abriebfest,  -40 bis +80 Grad, 60 bar Berstdruck, 
   bleibt auch bei Frost flexibel, 100m auf Kunststofftrommel 
3018093  dto. 10 m PU-Schlauchset 8,5 x 12,5 mit Schnellkupplung     

 
 
3018092  Schlauchaufroller in Metallausführung: 
   zur Wandbefestigung, automatische Arretierung,  

schwenkbarer Montagebügel, beigelegte Schnellkupplung 
  8m PU-Schlauch 8x12 Nr.:3021008      
15m PU-Schlauch 8x12 Nr.:3021010      
10m PU-Schlauch 10x14 Nr.:3021011      

 
 
 
 
 
 
 

 

5343560 
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         Armaturen   
           
 
 
 

3020000  Nebelöler, steckbar mit Schnellkupplung. 3/8“ Durchgang,    
   Öldurchfluss einstellbar. Sichtring.  

Optimal für alle großen Druckluftnagler und andere 
   Druckluftwerkzeuge 
 
 
3020010  Das besondere Druckluft-Spezialöl, 1 Liter      
 
3021007  Blaspistole           
 

 sehr handlich, leise, lange Düse, stufenlos dosierbar, 
 angenehmes Material, liegt gut in der Hand. 
 
 
 

3021005  Steckbarer und arretierbarer Filterdruckminderer,      
   montiert mit Stecktülle und Schnellkupplung 
 
 
 
   viele  diverse Ausführungen möglich 
 
 
 
 
 
 
 
 
     
 
 
 
 
 
 

         
 
 
Viele andere Armaturen auf Anfrage. 

 

 

 

 



 

 

 

 
 

 
 



 
 ölfrei - 10 bar - 2-Zylinder - leise - 1400 U/min ölfrei - 10 bar - 2-Zylinder - 1400 U/min – sehr stark 

Diverse Modelle – www.bambi-air.de Lassen Sie sich für Ihre Anwendung unverbindlich beraten. 

 

Heft-  und Nagelgeräte aller Art 
Heftklammern, Nägel, Pins und Brads für alle Systeme  /Fabrikate 

die passen, sind preiswert und gut 
Diverse Sorten auch in Kunststoff /Polymer Fasteners 

Lassen Sie sich beraten – vertrauen Sie unserer Fachkompetenz 
Wir arbeiten Hersteller- und Fabrikats- unabhängig. Es gibt eine unglaubliche Vielfalt wir kennen uns damit aus 

Ausschnitte aus unserem großen Lieferprogramm sehen Sie auf www.heftklammer-nagel.de  
oder Gesamtprogramm auf www.omer.it  Wir beraten Sie kompetent! 

c DL8MAN 

Wir führen: 



 
Bambi Air Deutschland / Westermann Heft- und Nageltechnik / Inhaber Willi Westermann 

Straßäcker 12 
D-84048 Mainburg - Germany 

TEL +49 8751 810790  -  FAX +49 8751 1759  -  CAR +49 171 5343560 
    

 

 
 
 
 
 
 
 
 
 

Allgemeine Lieferbedingungen - Zahlungskonditionen 
 
 
Wir liefern ausschließlich zu unseren allgemeinen Lieferbedingungen. Wir legen größten Wert auf eine dauerhafte, partnerschaftliche 
Zusammenarbeit. 
 
Lieferung: ab Lager Mainburg/Werk, Unsere Lieferungen erfolgen frei Haus gegen Berechnung, auf Wunsch Abholung durch  
Ihren Logistikpartner. 
Zahlungskonditionen: innerhalb 30 Tagen netto, ohne Abzug. 
Alle Preise sind freibleibend und verstehen sich in € EURO, zuzüglich MWST. 
Irrtum, technische- und Preisänderungen vorbehalten. Besonders der asiatische Markt bestimmt seit geraumer Zeit nicht nur die  
Preise für Stahl, Metalle aller Art usw. Bitte erfragen Sie bei Bedarf die aktuellen Preise.  
 
Die Preise für Heftklammern, Nägel, Stifte etc. verstehen sich grundsätzlich per Mille (1. 000 Stück). 
Verpackungseinheiten können variieren und von den Angaben abweichen. 
 
Rücksendungen nehmen wir nur nach Absprache und frei Haus Lieferung entgegen. 
 
Unsere Steuer-Nr.: 126/287/30308 
 
Unsere USt-IdNr.: DE 812 172 038 
 

 
Garantie: BAMBI Air Kompressoren (flüsterleise + ölfrei) 12 Monate bei bestimmungsgemäßem Einsatz. 
Garantie: andere ölfreie Kompressoren 6/12/24/36 Monate bei bestimmungsgemäßem Einsatz. 
Details im jeweiligen Handbuch. 
 
WICHTIG: Wählen Sie den Kompressor leistungsgerecht für die vorgesehene Anwendung. Berücksichtigen Sie bitte generell 
eine maximale Einschaltdauer von ca. 50 % und planen Sie noch eine Reserve ein. Dies betrifft alle Kolbenkompressoren mit 
Ausnahme der Schraubenkompressoren und solchen mit ausgewiesener Einschaltdauer von 100 % ED, bzw. auch Atmos Perfect. 
Für eine fachlich fundierte Beratung benötigen wir Ihre Angaben über die geplante Anwendung, den (effektiven) Luftbedarf, die 
Einschaltdauer. Kompressorkauf ist Vertrauenssache, der „richtige“ Kompressor für Sie ist von vielen Faktoren abhängig. 
 
                                 Wir freuen uns über Ihre Aufträge und sichern zuverlässige und schnelle Bearbeitung zu. 
 
 

 
 
 
 
 
 

 
 
Bildschirm-Ansicht des Kataloges: 
Durch Drücken der „Strg“ Stríng Taste und betätigen des Scrollrades an der „Maus“ können Sie die Ansicht stufenlos anpassen und auf 
Wunsch den ganzen Katalog im Überblick darstellen. 
 
 
 
Katalog_Kompressoren_2021 Technische Änderungen vorbehalten 
 
 
 
 

 

 

 

 



 
Bambi Air Deutschland / Westermann Heft- und Nageltechnik / Inhaber Willi Westermann 

Straßäcker 12 
D-84048 Mainburg - Germany 

TEL +49 8751 810790  -  FAX +49 8751 1759  -  CAR +49 171 5343560 
    

 
 
 

 
 
 
 

    ANFRAGE   �     BESTELLUNG   �   Kd-Nr.:      
        Firma 
                Straße 
         Plz/Ort 
  Bambi Air/Westermann        Bearbeiter   � Herr   � Frau 
  Kompressoren/Heft- u. Nageltechnik  Name 
  Postfach 1248     Abtlg. 
         Tel 
  D-84043 Mainburg    Fax                    
 
 

 
 Lieferung bitte:   � ab Werk      � frei gegen Rg.     � Paketdienst       � Spedition 
 
       � sofort          � KW ________    �      sonstiges __________ 
 
       � Bitte rufen Sie uns an                � 
 
 
Pos. Artikelnummer Modell-Bezeichnung  Menge Preis 
      
      
      
      
      
      
      
      
      
      
Kurznachricht: 
 
 
 
 
 
 
 
 
 
 Datum:_____________     Unterschrift:__________________________ 
 

 
 

 

  
FAX an Willi Westermann 
08751/1759 


